
WARNING: ALWAYS USE ANSI APPROVED EYE PROTECTION 
WHEN OPERATING THE TEXTURE GUN. DO NOT POINT THE
TEXTURE GUN AT ANYONE WHEN SPRAYING. USE 30-40 LBS MAX. 
OF AIR PRESSURE, HIGHER PRESSURE MAY CAUSE THE JAR TO 
EXPLODE.  DO NOT USE HIGH PRESSURE COMPRESSED AIR TANKS.                           

If you need assistance with operating your LACO Air Gun,
please call Monday-Friday 9am-4pm at 949-859-5506 or
visit us at www.lacotexture.com. For service or parts, 
please call the number above.
 

CUSTOMER SERVICE

NEW AIR BALANCE VALVE

ORANGE PEEL TEXTURE
CLOSE VALVE AND ADJUST TIP.
KNOCKDOWN TEXTURE 
OPEN VALVE ONE TO TWO TURNS
AND ADJUST TIP.
ACOUSTIC TEXTURE
OPEN VALVE ONE TURN TO TWO TURNS
AND CHANGE TO LARGER HOLE TIP.

WARNING
Do not use WD-40 or any other oil.

You may permanently damage 
rubber parts.

AIR TRIGGER

ATTACHMENT RING

AIR BLEED OFF UNDER 
  TRIGGER IS NORMAL.

STAND

PATENT PENDING
MADE IN USA

AIR BALANCE VALVE
OPEN FOR KNOCKDOWN
AND ACOUSTIC SPRAYING.
CLOSE FOR ORANGE PEEL.

BRASS PLUG

HANGING HOOK

To use the AR750 Air Gun, unscrew hand pump from your
texture gun and screw on the air gun with brass attachment
ring.  Hook up air line and ADJUST AIR PRESSURE ON 
COMPRESSOR TO 30-40 LBS. MAXIMUM. 
NOTE: YOU MUST INSTALL AIR REGULATOR ON 
COMPRESSOR BEFORE USING AIR GUN. 
THE AIR GUN WILL NOT WORK WITH HIGH PRESSURE 
AND THE TRIGGER WILL BE VERY DIFFICULT TO PUSH. The air gun 
was designed to operate at 30 TO 40 LBS. of air pressure at the gun. 
You may have to adjust your regulator if your hose is 
50 feet or more to get 30 lbs. at air gun. Adjust brass tip for orange 
peel or lighter textures. Open top valve one to two turns for
knockdown texture.  Adjusting air, balance valve and brass tip 
should give you all the different patterns you will need. 
Like other air guns, it takes practice and you will be able to 
achieve the results you are looking for. 

CAN BE USED
 WITH SMALL 
COMPRESSOR 


